
Colours: Available in black, green or white.

Selvedges: Colour coded reinforced edges.

Material: 100% virgin H.D.P.E. cylindrical monofilament. Filament Diametre: 0.25 mm

Roll Sizes: 1.83m x 50m, 3.66m x 50m

Features:
• Reinforced margin edges eliminate yarn displacement.

• Knitted in ultramodern plants with high quality CIBA U.V. stabilizers
• Strong, durable lockstitch technology that resist tearing, fraying, stretching, and sagging.
• The nets will not unravel or ladder, even when punctured.

• Knitted to comply with AS 4174 standards.

• Light weight for easy handling and positioning.
U.V. Warranty: 5 years pro rata warranty against product failure due to ultraviolet

degradation.

Applications:

Shade cultivation of various horticultural crops and plants * Fruit and vegetable nurseries * Plantation
nurseries * Forestry nurseries * Seed and seedling production nurseries * Outdoor plants and crops*
Shading animal and poultry sheds *Covering hothouses * Building all-net shelters and construction
scaffolding * Screening outdoor events and around pools, fences and patios * Other uses as protective
windscreen, playground shading or on vehicles when transporting crops, plants, animals or poultry.
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30% 29% 27.5% 27% 73% 28% 72% 95 710 N
50% 53% 52.1% 52.9% 47.1% 51.8% 48.2% 175 1158 N
70% 68% 70.7% 70.5% 29.5% 70.7% 29.3% 220 1293 N

Note: Results may vary with colours. Darker coloured fabrics tend to transmit less UVR than lighter coloured ones of the same type.
When shade cloth is to be used for domestic purposes such as shade structures or umbrellas, U.V. radiation transmission figures or
solar radiation transmission figures should be used as a guide only. These figures do not take into account vital factors such as the
design and size of the shade structure, the distance of the shade cloth from the subjects, reflected and diffused solar irradiance and the
physical location of the subjects within the shade structure. Due to Charles Parsons’ policy of continuous development, the information
above is current at the time of print. Charles Parsons reserves the right to make changes to products, specifications or technical
information without prior intimation.
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