
Colours: 35% & 65% Windbreak: Black/green.
45% Windbreak: Black or white.

Selvedges: Reinforced selvedges with eyelets and colour edges.

Material: 35% Windbreak: 100% virgin H.D.P.E. 0.25mm cylindrical monofilament.
45% Windbreak: 100% virgin H.D.P.E. 0.25mm cylindrical monofilament.

65% Windbreak: Black monofilament in Warp. Flat green H.D.P.E tape in Weft.

Roll Sizes: 35% Windbreak: 1m x 50m, 1.83m x 50m, 3.66m x 50m.
45% Windbreak: 1.83m x 100m, 2.74m x 100m, 3.66m x 100m.
65% Windbreak: 0.91m x 50m, 1.83m x 50m, 3.66m x 50m.

Features:
• Reinforced selvedges with eyelets for strength and ease in fixing.

• Knitted in ultramodern plants with high quality CIBA U.V. stabilizers
• Strong, durable lockstitch technology that resist tearing, fraying, stretching, and sagging.
• The monofilament nets will not unravel or ladder, even when punctured.

• Light weight for easy handling and positioning.
U.V. Warranty: 35% & 45% Windbreak: 10 years pro rata warranty against product

failure due to Ultra violet degradation.
65% Windbreak: 5 years pro rata warranty against product failure due to
Ultra violet degradation.

Applications:

Protection of crops, foliage, nurseries, orchards and plantations from strong winds and ravages
* Reduction of mechanical damages like wind rub and bruising * Prevention of transpiration and
evaporation excesses and soil erosion. * Other uses as protective windscreen or on vehicles
when transporting crops, plants, animals or poultry.
Break %

Black
Colour

Porosity Shade
Factor

UV
Block

UV
Transmission

PAR
Block

PAR
Transmission

GSM
+ 5%

35% 60% 39% 38% 62% 39% 61% 110
45% 53% 52.9% 53.7% 46.3% 53.7% 47.4% 135
65% 35% 67.6% 67.3% 32.7% 67.6% 32.4% 85

Note: Results based on tests by manufacturer. Results may vary with colours. Darker coloured fabrics tend to
transmit less UVR than lighter coloured ones of the same type. Due to Charles Parsons’ policy of continuous
development, the information above is current at the time of print. Charles Parsons reserves the right to make
changes to products, specifications or technical information without prior intimation.
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